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MILTECH Perisco

Multi-Sensor Periscope for M109

IIntroducing the MLT-DTP-640 Driver’sThermal Periscope by 

Miltech Hellas, engineered specifically for the M109 155 mm self-
propelled howitzer. Leveraging our extensive field experience 
and proprietary thermal camera technology, this cutting-edge 
periscope delivers exceptional thermal imaging and operational 

reliability.

Superior Thermal Imaging

Delivers high-resolution, day-and-night visibility 
using Miltech’s in-house thermal sensor—
enhancing situational awareness and operational 

accuracy. This ensures reliable performance 
in the most demanding environments and low-
visibility conditions

Real-Time Processing & 

Recording

Equipped with advanced image enhancement 

and recording capabilities for live monitoring and 
post-mission analysis. Operators can make faster, 
more informed decisions during critical missions 
thanks to instant visual feedback.

The MLT-DTP-640 significantly enhances driving 
visibility and situational awareness, providing 

crystal-clear imagery in all lighting conditions. 
Whether day or night, it enables precise navigation 

and targeting, ensuring mission success across 

military, national security, and law enforcement 
operations.

MADE FOR M109 Self-propelled Howitzer

Rugged Design & Seamless 

Integration 

Lightweight yet durable construction; designed 

as a drop-in replacement for the M45 periscope, 
ensuring smooth integration with the M109 system. 
Its robust build is optimized for field durability while 
maintaining easy installation and maintenance 

performance in the field.
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Multi-Sensor Periscope for M109

THERMAL IMAGING: 

                      Sensor Resolution (in pixels).         640 X 480

                      Spectral Response                              7-14 um

                      Refresh Rate                                           30Hz

                      Field of View                                            46 H ° X 34° V

                      Focus Range                                           4m – infinity 

 

INTEGRATED CAMERA: 

                      Sensor Type                                             1/3” Color CCD 

GENERAL: 

                      Display                                                       Color, 8.1”

                      Power                                                         12-28V      

                      Outputs                                                  Serial Connection

                      Electronic Zoom                                 Thermal Channel / Day Channel

                      Polarity                                                    Black Hot / White Hot

                      Color Palettes                                     Red Hot, Sepia, Color, Iron

                      Analog Video Input                           4 inputs available (AV1 – AV4) 

STANDARD FEATURES: 

                      Periscope Controls                          Zoom, Color Palettes, Region of Interest (ROI),  

    SNAP, Record, Brightness

                      On-Screen Indicators                 Polarity, Zoom, Region of Interest (ROI)

                      Start-up Time                                  Less than 3 sec

                      Region of Interest                          Available 

                      Automatic Gain Control             Available  

ENVIRONMENTAL:   

                      Operating Temperature Range       -40°C to +65°C 

                      Storage Temperature Range            -45°C to +70°C

                      Standard                                                  MIL-STD-810G, MILT-STD-461F, IP67


