
Powering up your essential devices has never been easier 

with the HCG-24P hand crank generator. Designed for 

durability and portability, this manually operated generator 

provides a dependable energy source for Nickel-Cadmium 

(NiCd) batteries up to 16V. Whether for outdoor adventures, 

emergency preparedness, or field operations, the HCG-24P 

ensures you stay powered wherever you go.

Efficient Power Generation 
The HCG-24P efficiently converts mechanical 
energy into electrical power, delivering 8.6V to 

16.2V DC depending on the crank speed. With a 

maximum output of 2.5A, it can charge a variety of 

battery-operated devices, making it an essential 

backup power source.

Enhanced Safety Features
To ensure safe operation, the generator must 

only be hand-cranked, as using external motors 

can cause malfunction and fire hazards. NiCd 
batteries should be charged according to 

manufacturer guidelines to prevent overcharging 

and potential risks.

Reliable Connectivity  
and Perfomance
Equipped with a 3-meter cable and Molex 43640-

0201 connector, the HCG-24P allows easy and 

secure power transfer. Every unit undergoes strict 

quality checks, including visual inspections, crank 

operation testing, and electrical performance 

verification.
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ELLECTRICAL CHARACTERISTICS: 

At 40 RPM, 12 Ω load 

                      Output voltage         8.60 - 10.40 Vdc

                      Output current         0.70 - 0.90 Amp

At 60 RPM, 12 Ω load 

                      Output voltage       13.80 -16.20 Vdc

                      Output current        1.10 - .40 Amp

                      Short circuit current     <3 Amp

                      Open circuit voltage  18 - 22 Vdc 

At 120 RPM, 12 Ω load 

                      Output voltage           <22 Vdc (Zener limit)

                      Output voltage           24.50 - 29.90 Vdc (without Zener)

                      Output current            2.10 - 2.50 Amp (without Zener) 

CABLE CHARACTERISTICS: 

                      Cable type                H55VV-F 2x0.75

                      Cable length              3 meters ±10 cm (including connector)

                      Output connector      MOLEX 43640 – 0201 

ENVIRONMENTAL CHARACTERISTICS: 

                      Operating temperature   -250 to +550C

                      Storage temperature   -450 to +710C

                      Environmental protection  rain, sand & dust,  Tests based to MIL-STD-810C M.506.1 

MECHANICAL CHARACTERISTICS: 

                      Weight        < 2.7 kg

                      Material   Aluminum casting

                      Color       Green mat, NATO, RAL 6003

                      Dimensions (mm)     200x110x85


