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MILTECH Gimbal  
Multi-sensor electro-optical  

system 

The MLT-MGBL-SD200LR multi-sensor electro-optical system 

provides exceptional operational capabilities, allowing missions 

to be conducted both day and night, regardless of environmental 

conditions. This is accomplished through the integration of a variety 

of high-spec systems, including:

• High-resolution thermal imaging camera with a cooled sensor
• HD day camera
• Long-range laser rangefinder
• Gyroscopic stabilisation
• Artificial Intelligence and Machine Learning capabilities (AI/ML)

Exceptionally Equipped for 

Every Mission

Developed as a high-tech, versatile solution, it can 
be deployed in missions on land, sea, and air. 

Enhanced Operational Efficiency
The MLT-MGBL-SD200LR delivers advanced target 

tracking capabilities. Operators can swiftly prioritise 

targets, while real-time data transmission ensures 

immediate situational awareness for command 

centres or engagement platforms. This integrated 

functionality significantly enhances responsiveness 
and precision across mission-critical operations. 

The MLT-MGBL-SD200LR stands out due to its 

superior and durable construction, which ensures 

reliability and longevity in a variety of operational 

environments. Its premium features, including 
advanced optics and sophisticated thermal 

imaging capabilities, provide unmatched image 

quality that meets the highest standards in the 

industry. In addition to its exceptional performance, 
the MLT-MGBL-SD200LR is backed by our quality 

guarantee and standard long-term support. 

5-Mode Color Palette
The five colour palette options and custom eyepiece 
offered with the binocular relieves user fatigue while 

enchancing viewing in various scenarios.

Applications

•	 Border	Security

•	 Reconnaissance

•	 Deployable	Missions
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Multi-sensor electro-optical system 

THERMAL IMAGING: 

                      Sensor Resolution (in pixels). 640	X	512

                      Spectral Response 3-5mm

                      Thermal Sensitivity <28mK

                      Field of View 22.6°Η	X	2°	V	

INTEGRATED DAY CAMERA: 

                      Sensor Type 1/2.8”	Starvis	2

                      Resolution (in pixels)  1920	X	1080

                      Optical Zoom                                          Continuous	30x						

                      Field of View                                           	62°H	X	2.3°V	

PAN-TILT UNIT: 

                      Type 2	axis	Gyro-stabilized	system

                      Azimuth Range  360°	continuous

                      Elevation Range -25	to	+90	

INTEGRATED	LASER RANGEFINDER: 

                      Range (max.)                                           32Km	(up	to	12km	for	Standard	NATO	targets)

                      Accuracy                                                  	0.5m

                      Laser Safety                                            Class	1	

POWER:  

                      External Power                                      24	VDC	/	220-240	VAC	

ENVIRONMENTAL: 

                      Operating Temperature Range       -40°C	to	+43°C	

                      Storage Temperature Range            -45°C	to	+65°C

                      Standard                                                  MIL-STD-810G,	MILT-STD-461F

                      Waterproof                                             IP67


